§60.40b

(h) For the purposes of the reports re-
quired under §60.7, periods of excess
emissions are defined as all 6-minute
periods during which the average opac-
ity exceeds the applicable opacity
standards under §60.42a(b). Opacity lev-
els in excess of the applicable opacity
standard and the date of such excesses
are to be submitted to the Adminis-
trator each calendar quarter.

(i) The owner or operator of an af-
fected facility shall submit the written
reports required under this section and
subpart A to the Administrator for
every calendar quarter. All quarterly
reports shall be postmarked by the 30th
day following the end of each calendar
quarter.

Subpart Db—Standards of Per-
formance for Industrial-Com-
mercial-Institutional Steam
Generating Units

SOURCE: 52 FR 47842, Dec. 16, 1987, unless
otherwise noted.

§60.40b Applicability and delegation
of authority.

(a) The affected facility to which this
subpart applies is each steam generat-
ing unit that commences construction,
modification, or reconstruction after
June 19, 1984, and that has a heat input
capacity from fuels combusted in the
steam generating unit of greater than
29 MW (100 million Btu/hour).

(b) Any affected facility meeting the
applicability requirements under para-
graph (a) of this section and commenc-
ing construction, modification, or re-
construction after June 19, 1984, but on
or before June 19, 1986, is subject to the
following standards:

(1) Coal-fired affected facilities hav-
ing a heat input capacity between 29
and 73 MW (100 and 250 million Btu/
hour), inclusive, are subject to the par-
ticulate matter and nitrogen oxides
standards under this subpart.

(2) Coal-fired affected facilities hav-
ing a heat input capacity greater than
73 MW (250 million Btu/hour) and meet-
ing the applicability requirements
under subpart D (Standards of perform-
ance for fossil-fuel-fired steam genera-
tors; §60.40) are subject to the particu-
late matter and nitrogen oxides stand-
ards under this subpart and to the sul-
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fur dioxide standards under subpart D
(§60.43).

(3) Oil-fired affected facilities having
a heat input capacity between 29 and 73
MW (100 and 250 million Btu/hour), in-
clusive, are subject to the nitrogen ox-
ides standards under this subpart.

(4) Oil-fired affected facilities having
a heat input capacity greater than 73
MW (250 million Btu/hour) and meeting
the applicability requirements under
subpart D (Standards of performance
for fossil-fuel-fired steam generators;
§60.40) are also subject to the nitrogen
oxides standards under this subpart
and the particulate matter and sulfur
dioxide standards under subpart D
(860.42 and §60.43).

(c) Affected facilities which also
meet the applicability requirements
under subpart J (Standards of perform-
ance for petroleum refineries; §60.104)
are subject to the particulate matter
and nitrogen oxides standards under
this subpart and the sulfur dioxide
standards under subpart J (§60.104).

(d) Affected facilities which also
meet the applicability requirements
under subpart E (Standards of perform-
ance for incinerators; §60.50) are sub-
ject to the nitrogen oxides and particu-
late matter standards under this sub-
part.

(e) Steam generating units meeting
the applicability requirements under
subpart Da (Standards of performance
for electric utility steam generating
units; §60.40a) are not subject to this
subpart.

(f) Any change to an existing steam
generating unit for the sole purpose of
combusting gases containing TRS as
defined under §60.281 is not considered
a modification under §60.14 and the
steam generating unit is not subject to
this subpart.

(9) In delegating implementation and
enforcement authority to a State
under section 111(c) of the Act, the fol-
lowing authorities shall be retained by
the Administrator and not transferred
to a State.

(1) Section 60.44b(f).

(2) Section 60.44b(Q).

(3) Section 60.49b(a)(4).

§60.41b Definitions.

As used in this subpart, all terms not
defined herein shall have the meaning



